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LA INFORMACION CONTENIDA EN ESTA HOJA SE BASA EN EL ESTADO ACTUAL DE NUESTROS CONOCIMIENTOS Y NO IMPLICA RESPONSABILIDAD 
POR NUESTRA PARTE. 
THE INDICATIONS GIVEN HEREIN CORRESPOND TO PRACTICAL EXPERIENCES. OWING TO THE DIFFERENCES IN LOCAL CONDITIONS THEY CANNOT 
CLAIM TO BE COMPLETE, SO THAT ANY LIABILITIES – ALSO WITH A VIEW TO CLAIMS OF THIRD PARTIES – ARE EXCLUDED. 

ASUBLANC E – LY V/AV 

Covering and elastic white to be used on dark backgrounds. 

PVC, formaldehyde and phthalates free.  

 

SCOPE OF APPLICATION 

 Shaded paste.  

 Suitable for knitted cotton fabrics and PA/Lycra. 

 Excellent handle 

 Screen to be used between 34-77 threads/cm2 

 Excellent elasticity 

 High viscosity for garment application 

 

CHARACTERISTICS 

Appearance:  White-violet paste 

Composition:  Compound of resins, charges, etc… 

Viscosity 20ºC: 75000 ± 5000 cps 

pH:   9,5 ± 0,5 

 

APPLICATION 

 

Print and dry 

Cure 5 minutes at 150ºC 

 

 


